
Job Procedure 
 

Installing Back-painted Glass 
 
Tools/Equipment Required: Level 
    Measuring Tape 
    Caulking Gun 
    Suction Cup 
 
 
Material Required:  Back-painted glass – measured to size 
    440 Tape 
    Neutral Cure Silicone 
    Various thickness of Clear Plastic 
    Setting Blocks 
    Cleaner & Towels 
 
 
Steps: 
 

1. Prior to taking back-painted glass to location of installation, inspect travel route to verify clear 
access and lighting. 

 
2. Double check all dimensions. 

 
3. Take all tools, equipment, and materials to installation site. 

 
4. Put 440 tape on back of back painted glass. 

 
5. Put plastic setting blocks in proper location. 

 
6. If glass is floating, set back-painted glass on cushioned leveled ledger angle. 

 
7. Apply silicone to back of glass. 

 
8. Set back-painted glass on level ledger angle, if applicable. 

 
9. Apply pressure to back-painted glass to make certain it is firmly attached to 440 tape and wall. 

 
10. Clean back-painted glass and surrounding area. 

 
11. Attach “Caution – Setting in Progress, do not touch until” sign with removal date and time printed 

neatly on the line provided 
 

12. Gather tools and supplies, ensure the area is clean before you leave 
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