
Job Procedure 
 

Working on Sloped Glazing 
 
Tools/Equipment Required: Misc Hand Tools 
    Scaffold 
    Life Lines c/w Safety Belts, Lanyards and Line Grabs 
    Suction Cups 
    Drop Cloth 
 
Material Required:  Misc Hand Tools 
    Glazing Shim Tape 
    Neoprene Setting Block 
    Caulking 
 
Steps: 
 

1. Wear proper personal protective equipment complete with non slip protective footwear. 
 

2. Peruse work area below and rope off site and set up warning signs to ensure all public access is 
stopped. 
 

3. Erect scaffold as per OH & S regulations. (if required) 
 

4. Confirm opening size and actual glazing size are compatible and confirm color and type (ie. 6MM 
Tempered / 6MM Laminated) are correct. 
 

5. Set up life lines as per OH & S regulations. (if required) 
 

6. Remove pressure plate from perimeter of glazing to be removed and place onto a secured area. 
 

7. Remove old glazing, and if needed, wrap it in drop cloth to prevent debris from falling while 
lowering it to ground. 
 

8. Prep glazing opening and pressure plate to ensure everything is ready for new glazing. 
 

9. Install new glazing making sure safety glass (laminated) is located toward the ground. 
 

10. Install pressure plate and finish any caulking required. 
 

11. Clean up work site. 


